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702-WB-BL-FL

700 Series
20 gauge steel led exit

Model Number:
type:
Job:

approvals:

SPECIFICATIONS ARE SUBJECT
TO CHANGE WITHOUT NOTICE

The 700 Series EXIT features high intensity red or 
green LEDs providing bright and uniform illumination, 
while offering durability and strength in a 20 gauge steel 
enclosure.

FEATURES
��(QFORVXUH�FRQVWUXFWHG�RI����JDXJH�JDOYDQL]HG�VWHHO
��5HG�RU�JUHHQ�KLJK�LQWHQVLW\�/('V
��&RQVWDQW��XQLIRUP����´�IXOO\�LOOXPLQDWHG�OHWWHUV�
��6WDQGDUG�HQFORVXUH�ILQLVKHV���ZKLWH�RU�EODFN
��&KHYURQ�VW\OH�XQLYHUVDO�DUURZ�NQRFNRXWV
���������9�GXDO�SULPDU\����+]�LQSXW
��6KRUW�FLUFXLW�DQG�YROWDJH�VXUJH�SURWHFWLRQ
�����\HDU�ZDUUDQW\
��*��6HOI�7HVW�6HOI�'LDJQRVWLFV�DYDLODEOH
��)ODVKHU�$XGLEOH�$ODUP�RSWLRQV�PHHW�$'$�UHJXODWLRQV
��(/�RSWLRQ�DYDLODEOH���6HH�SKRWR�LQVHUW
��Overcharge and Brown-out protected
��/RZ�YROWDJH�GLVFRQQHFW�HOLPLQDWHV�GHHS�GLVFKDUJH
��0DLQWHQDQFH�IUHH�1L&DG�EDWWHU\���VHDOHG�OHDG�DFLG�

battery standard on units with EL option)
��(�7�/��OLVWHG����PLQXWH�HPHUJHQF\�UXQ�WLPH�����KRXU�

recharge time

25'(5,1*�,1)250$7,21

SERIES

702 = Red Single Face
����  �5HG�'RXEOH�)DFH
G702 = Green Single Face
*���� �*UHHQ�'RXEOH�)DFH

POWER 
SOURCE

LB =  Less Battery
WB =  With Battery
NC = NiCad*
* Not Available 

with EL option

HOUSING 
FINISH

WH = White
%/�  �%ODFN

OPTIONS
(Factory Installed)

G2 = Self-Test/Self-Diagnostics
DL = LED Down Light
FL = Flasher
BZ�  �%X]]HU
)%�  �)ODVKHU�	�%X]]HU�
A1 = Fire Alarm Interface w /Flasher
A2 = Fire Alarm Interface w / Flasher & 
� ���%X]]HU
DR = Damp Location Rating
�&,��  �7ZR�&LUFXLW�,QSXW��������9
�&,��  �7ZR�&LUFXLW�,QSXW��������9
�&,��� �7ZR�&LUFXLW�,QSXW��������9
05��  ��´�5HPRWH�6WHHO�8QLW
05��  �5HPRWH�7ZLQ�8QLW
TRH = Tamper Resistant Hardware
SS = Custom Face

EL OPTION
(Available on Single Face Only)

G702 WB WH DL EL2A- - - -

EL2A1� �3DU����:KLWH�7KHUPRSODVWLF
EL2B1� �3DU����%ODFN�7KHUPRSODVWLF
EL2E1� �3DU����%UXVKHG�$OXPLQXP
EL2F1� �3DU����:KLWH�$OXPLQXP
EL2G1� �3DU����%ODFN�$OXPLQXP
EL0 = 18 Watts of Remote 
� ���&DSDFLW\��1R�/DPSV�

ACCESSORIES
(Field Installed)

757��  �7DPSHU�5HVLVWDQW�7RRO
ER1-KIT = 1' Pendant Kit
ER2-KIT = 2' Pendant Kit

ER1-KIT

Custom signs 
available

1�,QFOXGHV������9����:�3$5���ODPSV�

ILLUMINATION
Illumination of the 700 series is accomplished utilizing 
high-intensity, long-life LEDs. Starting at only 4 watts, LEDs 
provide excellent illumination while maximizing energy 
efficiency.  LEDs are a maintenance-free solution, providing 
up to 100,000 hours of use without failure.

CONSTRUCTION
Enclosure, faceplate, and mounting canopy are 20 gauge 
galvanized steel with baked-on, powder coat finish. 
Faceplate has 3/4" stenciled letters with universal arrow 
knockouts. 1/8" polycarbonate shield protects LEDs from 
impact. 

INSTALLATION
Installs in minutes with easy-to-read instructions and 
detailed diagrams. No special hardware or tools necessary. 
Internally housed components and battery eliminate the 
use of a canopy when back mounting single face exits. 
Mounting canopy included. 

WARRANTy
Any component that fails due to manufacturers defect is 
guaranteed for 25 years with a separate 5 year  pro-rated 
warranty on the battery. The warranty does not cover 
physical damage, abuse or acts of God. Manufacturer 
reserves the right to charge for such repairs if deemed 
necessary.

SELF-TESTING / SELF-DIAGNOSTIC OPERATION 
(Option: G2) 
The circuit continuously monitors the operating condition 
of the AC power, battery supply voltage, emergency lamp 
continuity and charging circuit. 

If a failure is detected, visual status will occur immediately 
via the multi-colored LEDs. LED indicator(s) will illuminate 
until fault has been corrected.

The G2 also monitors the transfer circuit as well as 
performing automatic code compliant testing. The self-
test will operate the equipment in emergency mode five 
minutes every 28 days. Also, a 90 minute full-function test 
is performed every six months.

EMERGENCy LIGHTS
Emergency lights are available only on single face units, 
with field selective top or side mounting. Choice of one or 
two 6 volt, 5.4 watt high intensity incandescent lamp heads. 
Flashing LED display in emergency mode is standard with 
emergency lights.

CONFORMANCE TO CODES & STANDARDS
The 700 Series is E.T.L. Listed and meets or exceeds the 
following: U.L. 924, N.E.C. requirements and N.F.P.A. 101.

DIMENSIONS

�����:��3DUNVLGH�/DQH���3KRHQL[��$=������
�����������������)D[����������������
ZZZ�H[LWURQL[�FRP���ZZZ�EDUURQOWJ�FRP

StEEL LED Exit Sign
700 SerieS
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